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BEST AVAILABLE IMAGES 



Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 



BLACK BORDERS 

TEXT CUT OFF AT TOP, BOTTOM OR SIDES 
FADED TEXT 
ILLEGIBLE TEXT 
SKEWED/SLANTED IMAGES 
COLORED PHOTOS 

BLACK OR VERY BLACK AND WHITE DARK PHOTOS 
GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 



YUV _ 

Frame 




MC 




MEM 




< — 



ME 



Fig. 1(a) 
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Fig. 1(b) 
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Fig. 2 



Packet Loss Network Bandwidth Number of Users 




CPU Power 



Fig. 4 



10 4 



16r 



RateControl Perfonnance (news, algo7, 256kbps) 
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RateControl Performance. (news, 128kbps, algo7) 
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Fig. 5 



Carphone 




Fig. 6 




Fig. 8 



M4M Encoder PSNR Performance 
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Fig. 9 
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Fig. 10 
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Fig. 12 (b) 
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Fig. 13 





Fig. 14 (c) 



Fig. 14 (d) 
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Fig. 17 
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Fig. 18(a) 



Fig. 18(b) 



